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3. STELLENBOSCH

Stellenbosch town centre is located at the foothills of the

Papegaaiberg and the Helderberg mountains and is

bound by the Eerste River to the south.

Based on the assumption that the average person is able

to walk at a speed of 400 meters in 5 minutes. The sites

for the proposed schemes are all within 5 minutes walk

of the main public square in the town centre known as

the Braak. (Figure 1).  Settlements that have been

established on the outskirts of the town centre such as

Cloetesville, Kayamandi and Ida’s Valley are all within 30

minutes walk from the town centre.
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4. CURRENT PEDESTRIAN MOVEMENT RATES

Method

A survey of pedestrian activity around the Town Hall,
Bloemhof Precinct, the Historical Village and Voorgelegen
Garden has been undertaken in order to build up a
picture of current movement rates and spatial use
patterns.  Pedestrian movement levels were recorded by
a team of observers at locations covering most of the
street segments within the  study area.  The observations
were carried out on a Weekday and on a Weekend.
Every street segment was observed over 6 time periods
from 08:00 to 18:00.

The results were statistically analysed to obtain mean
hourly pedestrian movement rates across the day for five
two hour time periods: 08:00-10:00 (early morning),
10:00-12:00 (late morning), 12:00-14:00 (lunchtime),
14:00-16:00 (afternoon), 16:00-18:00 (early evening).
The weather was fine on the Weekday; on the Weekend
occasional showers were experienced.  The observations
were undertaken on the 28th of July and the 14th of August
2004.

The observations are represented graphically with street
segments coloured from red for the busiest segments,
through orange, yellow, green and blue to deep blue for
the quietest ones (Figures 03-07).


